
Housatonic River Project
Pittsfield, Massachusetts

FIGURE B-63
HAZARD QUOTIENT SCREENING

WOODS POND DAM TO
MA-CT BORDER

TILE 9/10

#S

%%%

%

%

%%%

%%

%

%

%
%%

%

%

%

$
$

$

$

0.32 
0.43 

0.50.38 

0.50.2 

0.50.23 

0.51 
0.4 

0.50.28 

0.136 U
0.50.144 U

0.50.71 

0.50.17 

0.50.68 

1.2 
0.51.2 

0.50.83 

0.51.76 

0.51.41 

0.50.501 U

0.50.503 U

0.50.501 U

0.50.501 U

32010

32011

32014

32015

FVD-26

S34B

S35B

SE001195
SE001199

SE001200

SE001244

SITE 50

SITE 51 SITE 52

SITE 53

SITE 54

Sheffield

| O:\gepitt\aprs\screening_stacks_r789_apr02.apr | layout - tile 9 | o:\gepitt\epsfiles\plots\in\fig_b-63.eps | 8:50 AM, 9/10/2002 |

5
Scale in Feet

LEGEND:
Sediment Sample
EPA - Corps of Engineers

Roads
Railroads

100-year Floodplain

Sediment Sample, GE

NOTE:  Result flag indicates --

reported value
U = not detected at J = estimated detectedvalue

UJ = estimated non-detected value
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Sediment benchmark:
     0.0598 mg/kg
(MacDonald et al., 2000
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